
GEA DairyMilk M6710
ICAR-approved automatic detacher
for Tie-Barn



Fast and gentle milk-out supported 
by highly accurate data

The M6710 features the latest technologies in milking unit removal 

along with a pulsation shutoff function and a reliable milk yield 

indicator. The DairyMilk M6710 automatic detacher makes milking 

easier by not carrying an additional sampling device.

•	 Milk Yield (flow and weight), Milk Temperature or  

	 Conductivity (E.C.) indicator. Will indicate cleaning  

	 during cleaning operation.

•	 Visual and audible end-of-milking indicator. The light  

	 flashes and sounds as the cow nears the end of milking.  

	 It lights continuously when the cow is finished milking.  

	 The light will turn off when all remaining milk has been  

	 harvested.

•	 Automatic or manual removal.

•	 Motorized rope detacher provides a gentle removal with  

	 automatic rope tension relief.

•	 Optional pre-milking stimulation using the proven  

	 pulsator Apex Stimopuls (300 pulsations per minute).  

	 Provides consistent pulsation at many pulsation ratios  

	 and pulsations per minute. 

•	 Simple, menu-driven setup.

•	 Optional remote start button can be added to start the  

	 unit between cows without reaching for the main start  

	 button. 

•	 Reliable electronic milk sensing.

•	 Highly resistant housing.

GEA DairyMilk M6710 automatic detacher 
features a highly accurate ICAR-approved milk 
meter to supply the most precise data possible. 
In addition, the M6710 does official milk 
sampling and testing quickly and efficiently, 
with no need for additional meters.
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Milk Sampler

The M6710 detacher allows for easy and simple milk 

sampling without any milk losses. The milk sampling is done 

automatically and continuously from the very beginning of milk 

harvest until its end. 

The sample is collected from the sampler and the surplus milk 

is returned to the milk line.  The whole process is done while 

maintaining vacuum stability at all times.

FERME DELAPOINTE INC. 

Upton, Quebec

“ The integrated certified milk meter gives  

a more stable vacuum and allows us  

to perform our milk tests without requiring 

extra equipment and in turn improves our 

labour efficiency. ”

“ We particularly like the optional pre-milking 

massage. It allows for a uniform teat prep and 

greater stimulation for cows that need it the 

most, mainly those at the end of lactation. ”

Measuring Pot  
(milk meter)

Accurate ICAR-approved 
milk meter, which provides 
precise measurement of 
milk weight.

QuadroFix Milk 
Tube Coupler

The QuadroFix 
combines in one 
single coupling 
connection to the 
milk line, the 
vacuum and the 
power supply.

Sampling Pot 
Bottom

The measuring pot 
bottom for usual 
usage needs to be 
replaced by the 
sampling pot 
bottom.

Sampler

Collect, mix and 
pour the milk 
sampling. The 
surplus is returned 
to the milk line.

Can be installed on a rail system.
Ferme de la Plaine, Sainte-Françoise, Quebec
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We live our values.
Excellence • Passion • Integrity • Responsibility • GEA-versity

GEA North America

GEA Farm Technologies Canada Inc. 

4591 boul. St-Joseph, Drummondville, Qc, Canada  J2A 0C6

Toll Free: 1.877.WS.DAIRY or 1.877.973.2479 www.gea.com

GEA Group is a global engineering company with multi-billion euro sales and operations in more than  

50 countries. Founded in 1881, the company is one of the largest providers of innovative equipment and  

process technology. GEA Group is listed in the STOXX® Europe 600 Index.


